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ABSTRACT 
This document provides guidelines for preparing manuscripts accepted for publication in the Journal of Technology and Exploitation in Mechanical Engineering. The body text of each manuscript should be preceded by an abstract contains approximately 100-200 words, printed using the font size of 10 pt, followed by 4–6 keywords. The journal appears in the electronic form. Abstracts and full texts of all papers are available on the journal website: www.jteme.pollub.pl 
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[bookmark: _Ref487107765]Introduction
The text of a manuscript should be written in clear and concise English. In the starting section (usually called “Introduction”) the problem under study should be described and positioned with respect to the state of the art by quoting appropriate references. The way of solving the problem and its advantages should also be outlined here.
The following sections represent the main part of the paper. They should contain the description of the used methods and procedures, as well as the presentation of the obtained results of study. The inclusion of examples, illustrating the applications of those results, is recommended [1, 2]. Conclusions from the reported research should be provided.
The format of the references must be as IEEE ACCESS citations reference style [3] and in the works [1-5].
Article	
1.1. Preparation of manuscript
The main text of a manuscript should be printed on an A4 page (with margins of 2.5 cm). Text can be divided into sections (numbered 1, 2, ...), first-order subsections (numbered 1.1., 1.2., ...), and – if needed – second-order subsections (numbered 1.1.1., 1.1.2., ...). 
1.1.1. Authors
The title page should include: article title, authors' names, their affiliations with postal addresses, ORCID ID (http://orcid.org/) and e-mail addresses. 
1.1.2. Figures and tables
Figures (illustrations, photographs) with the resolution (300 dpi is recommended) as in work [2] and in Figure. 1. 

[image: http://jteme.pl/jteme-cover.png]
Figure 1. Description of figure [6]
Figures and tables should be separated from the text by 12 point before and 6 point after. 
· The figure caption should be placed below the corresponding figure.
· The table caption should be placed above the table. 
· 6 point interspace between the figure and its caption, as well as between the table and its caption is required. 
· The abbreviation “Fig. 1” should be used even at the beginning of a sentence. 

Table 1. Results of experiments
	Word
	Mass [kg]
	Weight [m]
	Average
	Name

	This is a table
	1235
	1235
	1235.56
	A

	This is a table
	5677
	5677
	5677.08
	B



1.1.3. Equations 
All equations must be numbered consecutively throughout the text. Equation numbers should be enclosed in parentheses and flushed right as below:


	                                                 (1)

The symbols used in an equation have to be defined before that equation or immediately follow it. Use “(1)”, not “Eq. (1)” or “equation (1)”, except at the beginning of a sentence where “Equation (1) ...” should be used. All the data should be reported in SI units. 
Conclusions
Conclusions from the reported research should be provided, in particular – the efficiency of the proposed solutions of the research problem should be assessed and compared with the existing ones (if such solutions exist); the potential. The applications of the results obtained have to be indicated and prospects for future developments outlined.
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